Tietolehti

Tuotenimi MultiDuct QA4XL Tm
Tuotenumero 5229054

GTIN

ETIM-luokka EC000253

Mitat

Pituus
Korkeus
Leveys

Paino

multiducts_tech_specs

multiduct_category
chambers_material
chambers_material_colour
chambers_tensile_strength
chambers_flex_mod_1
chambers_notched_impact_strength
chambers_density
chambers_service_temperature_range
chambers_surface_resistivity
chambers_volume_resistivity
chambers_fire_preformance

chambers_water_absorption

1120 mm
376 mm
376 mm

16300 g

multiduct_productgroup_ga4x!
high density polyethylene (hdpe)
black

26 MPA

1100

4 - 6 kj/m?

0,96 g/cm?®

-40to +80c

> 5.24e+15 ohm/square

> 2.276.39e+15 ohm/cm

hb

0,01%

Melbye Group | Fordonsvagen 17 | SE-553 02 Jonkdping | Tif +46 36 332 07 00 | info@melbye.se | www.melbye.se

Melbye Group - Region Danmark | Fordonsvagen 17 | DK-553 02 J6nkoping | TIf +45 57 60 09 60 | melbye@melbye.as | www.melbye.as
Melbye Group | Prost Stabels vei 22 | Postboks 160 | NO-2019 Skedsmokorset | TIf +47 63 87 01 50 | ms@melbye.no | www.melbye.no

Melbye Ltd [The Technology Centre Station Road, Framlingham Woodbridge, IP13 9EZ United Kingdom | +44 (0)7903 288561 | te@melbye.se | melbyefibre.com



Tietolehti

Kestavyys

EPD Kylla
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